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THIS INDICATION ALERTS YOU TO THE FACT THAT IGNORING THE CONTENTS DESCRIBED HEREIN CAN 
RESULT IN POTENTIAL DEATH OR SERIOUS INJURY. 

This indication alerts you to the fact that ignoring the contents described herein may negatively affect product per-
formance and functionality or damage the product itself or the product to which it is being attached. 

STEP 1 Read and understand all steps in the instructions before starting the installation. Park the motorcycle on a hard, level surface and turn 

IGN OFF. 

STEP 2 Remove the stock footboards and mounts from the bike by removing the two fasteners from each stock board. The stock hardware will 
be reused to install the Transformer boards. 

STEP 3 Determine the Left Transformer board from the Right. The swing arm on the board goes on the outside and swings up/forward. Install 

the Transformer boards using the stock mounting hardware from Step 2. Tighten to 20 FT/LBS (27.1 NM). 

NOTE: Replacement rubbers have been provided just in case you lose one. Make certain the surface that the glue needs to adhere to 
is clean and ruffed up so rubber pad will stick. 

 

ENSURE THAT THE FOLLOWING PARTS HAVE BEEN INCLUDED IN THE KIT: 

 1 Left Transformer Passenger Board 

 1 Right Transformer Passenger Board 

 1 Rubber Replacement Kit Including: 

  2 Rubber Arm Lower 

  2 Rubber Arm Upper 

  1 Tube of Adhesive Gel  

YOU WILL ALSO NEED: 
Set of Metric Hex Wrenches, torque wrench and set of Metric Hex Sockets 

These installation instructions contain important information. Ensure that the end user receives this copy and is 
aware of its importance for future use. 

THE END USER’S SAFETY DEPENDS UPON PROPER INSTALLATION OF THIS PRODUCT. IF A STEP IN 
THESE INSTRUCTIONS IS NOT WITHIN YOUR CAPABILITIES OR YOU DO NOT HAVE THE CORRECT 
TOOLS, HAVE YOUR DEALER PERFORM THE PROCEDURE. IMPROPER INSTALLATION OF THIS 
PRODUCT COULD RESULT IN DEATH OR SERIOUS INJURY. 

THE FOLDING ARM IS INTENDED AS A FOOTREST AND IS NOT INTENDED TO BE USED FOR MOUNT-
ING OR DISMOUNTING THE MOTORCYCLE, OR TO SUPPORT THE FULL WEIGHT OF THE PASSEN-
GER. 
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Thank You For Choosing Küryakyn! 

Protect yourself and others from potential injury and property damage or loss. Pay close attention to all instructions, warnings, cautions, and notices 
regarding the installation, use, and care of this product. 
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It is the end user’s responsibility to ensure that all fasteners (including pre-assembled) are tightened before 
operation of the motorcycle. Kuryakyn will not provide warranty coverage on products or components lost or 
damaged due to improper installation or lack of maintenance. Periodic inspection and maintenance are 
required on all fasteners. 


